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Abstract 

5 


Lowerable luggage compartment with rear force assistance device 

10 A lowerable luggage compartment (10), in particular for a passenger aircraft, comprises a 
force assistance device (12) disposed behind the back of the luggage compartment (10) for 
providing an assistance force during opening and/or closing of the luggage compartment 
(10). The force provided by the force assistance device (12) is transmitted by means of a 
flexible force-transmitting device (cable 14) to the luggage compartment (10). The force 

is assistance device (12) is the sole force assistance device acting upon the luggage 
compartment (10). In order to be able to enlarge the useful volume of the luggage 
compartment (10) without increasing its external dimensions and in order to combine 
improved maintainability with weight saving, the force assistance device takes the form of a 
force assistance module (12) with its own housing (24), in which a spring system generates 

20 the assistance force, and the force provided by the force assistance device is transmitted by 
means of a single flexible force-transmitting device to the luggage compartment (10). 


(Fig. 1) 
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(57) Abstract: A lowerable luggage compartment (10), especially for a passenger plane, comprising a force supporting device (12) 
which is arranged behind the rear side of the luggage compartment (10) and used to provide a supporting force (12) during the 
opening and/or closing of said luggage compartment (10). The force provided by the force supporting device (12) is transmitted 
to the luggage compartment (10) by means of a flexible force transmitting device (arrow 14). The force supporting device (12) is 
the only force supporting device acting upon the luggage compartment (10). In order to increase the useful volume of tiie luggage 
compartment (10) without increasing the external dimensions thereof and in order to save weight and increase serviceability, the 
J£) force supporting device is embodied as a force supporting module (12) with its own housing (24) wherein a spring system produces 
a supporting force and the force provided by said force supporting device is transmitted to the luggage compartment (10) by means 
of a single flexible force-transmitting device. 

(57) Zusammenfassung: Ein absenkbares GepUckfach (10), insbesondere filr ein Passagierflugzeug, weist eine hinter der RUckseite 
O des Gepackfaches (10) angeordnete Kraftunterstutzungseinrichrung (12) zur Bereitstellung einer Unterstutzungskraft beim Offnen 

Ound/oder Schliefien des Gepackfaches (10) auf. Die von der Kraftunterstiitzungseinrichtung (12) bereitgestellte Kraft wird mittels 
K einer flexiblen 
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— vor Ablauf der fur Anderungen der Anspruche geltenden 
Frist; Veroffentlichung wird wiederhoh, falls Anderungen 
einlreffen 


Zur Erkltirung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erkiarungen ("Guidance Notes on Co- 
des and Abbreviations' 1 ) am Anfangjeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 


KraftUbertragungseinrichtimg (Seil 14) auf das Gepackfach (10) tibertragen. Die KraftunterstUtzungseinrichtung (12) ist die einzige 
auf das Gepackfach (10) wirkende KraftunterstUtzungseinrichtung. Um das Nutzvolumen des Gepackfaches (10) ohne Erhohung 
seiner auBeren Abmessungen vergr56ern zu konnen und bei verbesserter Wartbarkeit Gewicht zu sparen, ist die KraftunterstUtzung- 
seinrichtung als Kraftunterstutzungsmodul (12) mit einem eigenen Gehause (24) ausgefuhrt, in dem ein Fed ersy stem die Unter- 
stiitzungskraft erzeugt, und die von der KraftunterstUtzungseinrichtung bereitgestellte Kraft wird mittels einer einzigen flexibleu 
Kraftubertragungseinrichtung auf das Gepackfach (10) libertragen. 


